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T. 19 8., R. 16 £., Gila and Salt River Meridian, Arizona

CHAIRS

The following field notes describe the dependent resurvey of a
portion of the subdivisional Tines and the subdivision of
sections 8 and 9, Township 19 South, Range 16 East, Gila and Salt
River Meridian, Arizona.

Theo F. White surveyed the exterior boundaries and the
subdivisional lines in 1874. Philip Contzen dependenily
resurveyed the north boundary in 1204, Clyde J. King dependently
resurveyed a portion of the scuth boundary in 1993.

The survey was executed in accordance wiih the specifications as
set forth in the Manual of Surveying Instructions, 1973, and the
Special Instructiions dated September 30, 1996, and the
Supplemental Special Instructions dated March 6, 1897, for Group
No. 807, Arizona.

The directions of all Tines were determined by direct hour angle
ohservations on the sun, and refer to the true meridian.
Distances and angles were measured with a Sokkia Set IT BZ total
station instrument.

The geographic position of the corner of sections 3, 4, 33 and
34, on the south boundary of the township, was determined by the
technique of static differential positioning using Ashtech models
M-XIT and MS-XII geodetic units. U.S. Coast and Geodetic Survey
triangulation station "GREAT 1936" was used as the control
station. The pesition is as follows.

Latitude: 31°43753.42" N. tongitude: 110°42720.01" W. NAD27
The mean magnetic declination, as taken from guadrangle map

SONOITA, ARIZ., published in 1958, and photorevised in 1983, by
U.S. Geological Survey, is 12° E.
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BOOK 5519

Dependent Resuirvey of a Portion of the Subdivisional Lines,
T. 12 §., R. 16 E., Gila and 8alt River Meridian, Arizona

CHAINS

Restoring the survey executed by
Thee F. White, in 1874
Beginning at the cor. of secs. 2, 3, 34 amdd 35, on the 8, bdy. of
the Tp., monumented with a stainless steel post, fFirmly set,
projecting 7 ins. above ground, in a collar of stoine, with brass
cap mkd. T19S R16E $34 S35 $3 S2 T20S R16E 1893, Add the marks
1997 to the brass cap, from which a 1993 bearing tree
A mesquite, 10 ins. diam., bears N. 7° E., 272 Tks. dist.,
mkd. T19S R16E 835 BT, on partially healed blaze.
M. 1°13* ¥W., bet. secs. 34 and 35.
39.35 The 1/4 sec. cor. of secs. 34 and 35, monumented by 7. N.

Stevens, in 1935, and subsequently accepted and perpetuated by
Wallace L. Settlemeyer, R.L.S. 7599, in 1971, monumented with a
birass tablet, 3 1/2 ins. diam., firmly set, encased in a concrete
cylinder, projecting 2 ins. above ground, in a scattered mound of
stone, with brass cap mkd, GAC PROPERTIES INC BOUNDARY T198 R16E
1/4 COR 34 35 2788-127 ELEV LS 7599 1971, with a 2" x 42" iron
post with lead cap mkd. 1/4 S34 335 lying loosely alongside.

This is accepted as the best available evidence of the original
cor. position.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 22
ins. in the ground, in a mound of sione, 3 fit. base, to top, with
brass cap mkd.

T19S R16E
1/4
S34 | $35
1997

Neposit a magnet in a white plastic case beneath the stainless
steel post.

Remove the iron post and brass tablet from the area;
impracticable to bury.

Cor. is located 94 1ks. E. of a cor. of fences, with 4 strand
barbed wire fences extending M., 3., and ¥.

M. 1°187 F., beginning new measurement.

Over rolling and rocky lands.
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5 BOOK 5519

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 19 8., R. 16 E., Gila and Salt River Meridian, Arizona

CHAINS

19.98 Point for the N. 1/16 sec. cor. of secs. 34 and 35, not
monumented.

20,11 An iron post, set by T. M. Stevens, in 1235, 2 ins. diam., firmly
set, projecting 24 ins. above ground, sncircled with a collar of
stone, with lead cap mkd. DES NES PLACER, bears East, 1 1lk. dist.

£9.97 Point for the MN-M 1/84 sec. cor. of secs. 34 and 35, occupied by
an iron pipe, of unknown origin, 2 ins. diam., 36 ins. long,
firmly set, flush with the surface of ground, with affixed iron
cap.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. 1in the ground, 1in a mound of stone, 3 ft. base, to top,
with brass cap mkd.
T19% R16E
H-N
1/64
834 [ S35
1997
Deposit a magnet in a white plastic case beneath the stainless
steel post and bury the local pipe alongside the stainless stieel
post.
Cor. is located 51 lks. W. of a & strand barbed wire fence, bears
N. and 3.
33,96 The cor. of secs. 26, 27, 34 and 35, perpetuated by T. N.

Stevens, in 1935, and subsequently perpetuated by Wallace L,
Settlemeyer, R.L.S. 7599, 1in 1971, monumented with a brass
tablet, 3 1/2 ins. diam., firmiy sei, encased in a concrete
cylinder, projecting 2 ins. ahove ground, with a scattered mound
of stone, 4 ft. bhase, 6 ins. high, to the W., with brass cap mkd.
GAC PROPERTIES INC BOUNDARY T19% RI16F 27 26 34 35 2788 LS 7599
ELEY 1971. This is accepied as a careful and faithful
perpetuation of the original cor. position.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. dtam.,
22 ins. in the ground, in a mound of stone, 3 ft. base, to iop,
with brass cap mkd.
T19S R1GE
s27 ! S26
$34 i £35

1997
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. BOOK 5519

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 18 8., R. 18 E., Gila and Salt River Meridian, Arizons

CHAINS

Deposit a magnet in a white plastic case beneath the stainless
steel post and bury the brass tablet alongside the stainlass
steel post.

Cor. is located 1 k. W. of a2 4 stand harbed wire fence, bears N.
and S.

N. 0°32F E., bet. secs. 26 and 27.

39.91 The 1/4 sec. cor. of secs. 26 and 27, perpetuated hy T. N.
Stevens, in 1935, and subsequently perpetuated by Wallace L.
Settlemeyer, R.L.S. 7599, 1in 1971, monumented with a brass
tablet, 3 1/2 ins. diam., firmly set, encased in a concreis
cylinder, projecting 2 ins. above ground, with brass cap mkd. GAC
PROPERTIES INC BOUMDARY T19S R16E 27 1/4 26 2788-108 ELEV LS 7599
1971, witnessed with an iron post, 2 ins. diam., 42 ins. long,
with lead cap mkd. 1/4 826 S27 set loosely alongside., This is
accepted as a careful and faithful perpetuation of the original
cor. position.

At the cor. point

Set a brass tablet, 3 1/4 ins. diam., 3 1/2 in. stem, over the
local brass takhlet, in cencrate, asnd surrounded with a mound of
stone, 2 1. hase, to top, with brass cap mkd.

T19% R1GE
1/4
s27 | s26
1997

Remcve the 4ron post from the area; impracticable to bury.

Cor. is located 1 k. W. of a cor. of fences, with ¢ strand
barbed wire fences extending M., 5., and V.

M. 0°35' W., beginning new measurement.

32.82 The cor. of secs. 22, 23, 26 and 27, perpetuated by Wallace L.
Settlemeyer, R.L.5. 7599, in 1971, monumented with a brass
tahlet, 3 1/2 ins. diam., firmly set, encased in a concrete
cylinder, projecting 2 ins. above ground, with brass cap mkd., GAC
PROPERTIES INC BOUNDARY T195 R16E 22 23 27 26 2788-108 LS7599
ELEV 1971, This is acceptied as a careful and faithful
perpetuation of the original cor. position.

At the cor. point
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; BOOK 5519

Dependent Resurvey of a Portion of the Subdivizional Lines,
T. 19 5., R. 16 E., Gila and 8s1% Biver Mepridian, Arizona

CHAINS

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T19s RI1AE

822 523

sa7 | 526

1997
Deposit a magnet in a white plastic case beneath ths stainless
steel post and bury the hrass tablet alongside the stainless
steel post.
Set an aluminum fence post near the cor.
N, 0°10F E., het. secs. 22 and 23.
40.09 The 1/4 sec. cor. of secs. 22 and 23, reestablished by

proporiionate measurement by Wallace L. Bettiemeyer, R.L.8. 7583,
in 1971, monumented with & brass tablet, 3 1/2 ins. diam., Firmly
set, encased in a concrete cylinder, projecting 3 ins. above
ground, with brass cap mkd. GAC PROPERTIES INC BOUNDARY T195 R16E
1/4 COR 22 23 2888-125 L87589 1871. This is accepted as a
careful and faithful reestablishment of the original cor.
position.

At the cor. peint

Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T19S8 R1s6E
1/4
s22 f 823
1897

From this cor. point, an open end pipe, 1 1/2 ins. diam., firmly
set, projecting 18 ins. above ground, bears S. 63°44’ E., 82 lks.
dist.

From this same cor. point, an open end pipe, 3 1/2 ins. diam.,
firmly set, projecting 48 ins. above ground bears 8. 553°01' E.,
52 1ks. dist,

Deposit a magnet in a white plastic case beneath the stainless
steel post and bury the brass tablet alengside the stainless
stee] post.

Farm 96(%)-10a (November 1987) USDH-BLM FIELD MOTE PAPER



6 BOOK 5519

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 19 8., R. 16 E., Gila and Salt River Meridian, Arizona

CHAIMS
Sei an aluminum Tence post near the cor.
Cor. is located 77 lks. W. of a 4 strand barbad wire fence, bears
N. and S.
N. 0709 E., beginning new measuremant.

15.98 A brass tablet, 3 1/2 ins. diam., Firmly set, encased in a
concrete cylinder, mkd. GAC PROPERTIES INC PROP COR 2888-157 ELEV
L57599 1971.

43.10 The cor. of secs. 14, 15, 22 and 23, perpetuated by person{s;

unknowr, and subsequently perpetuated by Wallace L. Setilemeyer,
R.L.8. 7599, 1in 1871, monumenied with a brass tablet, 3 1/2 ins.
diam., fFirmly set, encased in a concrete cylinder, projecting 1
ins. above ground, with brass cap mko. GAC PROPERTIES INC
BOUNDARY T19% R1G6E 15 14 22 23 2888-107 ELEV LS7592 1871, This
is accepted as a careful and faithful perpetuation of the
criginal cor. position, from which the original bearing trees

An oak, 12 ins. diam., hears M. 29 1/2° E., 58 lks. dist.,
with healed blaze. (Record: 68 Iks. dist.}

An oak, 24 ins. diam., bears N. 79 1/4° E., 33 1ks. dist.,
with healed blaze.

A dead and downed oak, 20 ins. diam., bears 3. 15° E.,
58 Tks. dist., with rotied Glaze.

A dead and downed oak, 14 ins. diam., bears S. 34 1/4° W.,
91 1ks. dist., with rotted hlaze.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.

22 ins. in the greund, encircled with a collar of stone, w
bhrass cap mkd.

]
& At
[§ i

T

S22 ! $23
1997

Deposit a magnet in a white plastic case beneath the stainless
steel post and bury the brass tahlet alongside the stainless
steel post.

Form $600-10a (November 1987) USDI-BLM FIELD NOTE PAPER



De

T.

9 BOOK 5519

pendent Resurvey of a Portion of the Subdivisionai Lines,
19 8., R. 16 E., Gila and Sali River Meridian, Arizona

CHAIMNS

8.50

3o.62

Cor. is located 1 1/2 lks. W. of a 4 strand barbed wire fence,
bears N. and S.

N. 0°0587 E., beit. secs. 14 and 15.

A brass tablet, 3 1/2 ins. diam., Firmly set, encased in a
concirete cylinder, mkd. GAC PROPERTIES INC BOUNDARY T19S R1GE INT
SECTION LINE 15 14 HWY ROW 2688-122 LS 7539 1971. This monument
is located on the W, R.0.W. of State Highway 83.

Center of pavement, State Highway 83, hears NNW and SSE.
Point for the 8. 1/16 sec. cor, of secs. 14 and 15,

Set an aluminum post, 36 ins. long, 3/4 in. diam., 32 ins. in the
ground, encircled with a collar of stons, with aluminum cap mkd.

T195 R16E
8 1/ié
815 | si4
1587

Cor. 1s located 5 Tks. W. of a 4 strand barbed wire Tance, besars
M. and S.

Point Tfor the L1/4 sec. cor. of secs, 14 and 15, at proportionate
distance, using the method of irregular boundary adjustwmeni and
the record data from the 1971 survey by Wallace L. Seiiiemeyer,
R.L.S. 7599; there 1is no remaining evidence of ithe original cor.
The record of survey of Empire Ranch by Settlemeyer indicates
that an acceptable monument was found perpetuating the original
cor. position. The monument set by Setilemeyer in 1971, a brass
tablet, 3 1/2 ins. diam., set in a concrete cyiinder, and mkd.
GAC PROPERTIES INC T319S8 RISE 1/4 COR. 15 14 2888-105 LS 75088 1871
was fFound near the proporticned position, in a disturbed state,
Tying Toosely on the surface of the ground. The cor. position
falls in a wash and is subject to erosion.

Set an aluminum post, 36 ins. long, 3/4 1in. diam., 30 ins. in the
ground, encircled with a coliar of stone, with aluminum cap mkd.

T19S R16E
1/4
815 | sS14
1997

from which

Form 9600-10a (November 1987 USDI-BLM FIELD MOTE PAPER



10 BOOK 5519

Dependent Resurvey of z Poriion of the Subdivisional Lines,
T. 18 5., R. 16 E., Gila and Sait River Meridian, Arizona

CHAINS

A stainiess steel post, 25 ins. long, 2 1/2 ins. diam., set
22 ins. in the ground, encircled with a colliar of sione,
for a reference monument, bhears N. 44°33" W., b6.2 ft.
dist., with cap mkd. RM T19% R18E 1/4 315 56.2 FT TO COR
1996, and an arrow pointing 1o the cor. Deposit a magnet
inaixlxg a8 in. white plastic case beneath itne
stainiess steel post.

Remove the brass tablei in concrete from the area; impracticable
to bury.

! Set an aluminum fence post near the Cor.

Cor. is Jocated on the W. side of a wash, 75 lks. wide, 10 Ft.
deep, drains SE.

N. 0°027 W., beginning new measurement,
20.03 Point Ffor the N. 1/16 sec. cor. of secs. 14 and 15.

Set an aluminum post, 38 1ns. dong, 374 in. diam., 30 ins. in the
ground, encircled with & collar of stone, with aluminum cap mkd.

Ti9s RIGE
N 1/16
815 l 514
1997

20.06 The cor. of seegs. 10, 11, 14 and 18, perpetuated by Walilace L.
Settlemeyer, R.L.5. 7599, in 1871, monumented with a brass
tabhlet, 3 1/2 ins. diam., Firmly set, encased in a concrete
cylinder, projecting 2 ins. above ground, with an emhedded mound
of stone, 3 ft. base, 1 ft. high, €. of the cor., with brass cap
mkel. GAC PROPERTIES INC T195 RBI1AE 10 11 15 14 2888-147 ELEV LS
7809 1571. This is accepted az a careful and faithful
perpetuation of the original cor. positioi.

t the cor. point
Set a stainless sieel post, 28 ins. Jong, 2 1/2 ins. diam., 19
ins. in the ground, in a mound of stone, 3 ft. bhase, to top, with

brass cap mkd.

Ti93 R1GE

810 | 811
515 | 514
1987

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER



. BO 0K

Dependent Resurvey of a Portion of the Subdivizional Lines,
7. 18 S., R. 16 E., Gila and Sa't River Meridian, Arizona

519

CHAINS

39,57

Deposit a magnet in a white plastic case beneath the stainless
steel post and bury the brass tahlet alongside the stainless
stee’l post.

Cor., iz located 1 1k. ¥W. of a 4 sirand harbed wire fence, bears
N. and 8.

Morth, bet. secs. 10 and 11.

The 1/4 sec. cor. of secs. 10 and 11, perpetuated by Wallace L.
Settlemayer, R.L.S. 7599, in 1971, monumenied with a brass
tahlet, 3 1/2 ins. diam., firmly sei, encased 1in a concrete

CROPERTIES INC BOUNDARY T19S R16E 1/4 COR 10 11 2988-127 ELEV LS
7599 1971. This 1is accepted as a careful and faithful
perpetuation of the original cor. position, from which the
original bearing trees

An ocak, 24 ins. diam., bears M. 63 1/4° E., 178 1ks. dist.,
with healed blaze.

healed hlaze.
At the cor. point

get a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 1ins. in the ground, in a mound of stone, 3 ft. base, to top,
with brass cap mkd.

T19S R1s6E
1/4
S10 | s11
1997

Deposit a magnet in a white plastic case heneath the stainless
steel post and bury the local brass tablet alongside the
stainless steel post.

Cor. is leocated 8 1ks. W. of 2 4 strand barbed wire fence, bears
N. and S.

N, 0°327 £., heginning new measurement.

cylinder, projecting 2 ins. zbove ground, with brass cap mkd. GAC

An oak, 40 1ns; diam., bears §. 18° E., 120 Tks. dist., with

Forim 9600-10a (November {987} USDI-BLM

FIELD WOTE PAPER



12 éOOK 5519

Jependent Resurvey of a Portion of the Subdivisional Lines,
T. 19 8., B, 16 E., Gila and Sait River Meridian, Arizona

CHAINS

41,23 The cor. of secs. 2, 3, 10 and il, perpetuatsd by Waliace L.
Settlemeyer, R.L.S5. 7592, in 1971, monumented with a brass
tablet, 3 i/2 ins. diam., Tirmiy set, encased in a concrete
cyliinder, projecting 2 ins. above ground, in a scatiered mourxi of
stone, 3 ft. base, 1 fi. high, with brass cap mkd. GAC PROPERTIES
INC BOUNDARY 3 2 10 11 2988-138 ELEY L3 7599 1971. This is
accepied as a careful and Faithful perpetuation of the original
cor. posttion.

AT the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 19
ins. in the ground, irn a mound of stone, 3 ft. base, to top, with
brass cap mkd.

7198 Ri1GE

532 ! 52

s10 g s11
1297

Deposit a magnet in a white plastic case beneath the stainless
stee] post and bury the brass tablet alongside the stainless
steel post

Cor. is located 20 lks. E. of a 4 strand harbed wire fence, bears
M. and 5.

N, 014 W., het. secs. 2 and 3.

3g8.82 Point for the 1/4 sec. cor. of secs. 2 and 3, at proportionate
distance; there is no remaining evidence of the original cor.

Set an aluminum post, 36 ins. long, 3/4 in. diam., 30 ins. in the

ground, in a mound of stone, 3 ft. base, to top, with aluminum
cap mkd.

T19S R16E
1/4

s3 | s2
19597

Cor. 1s Tocated 8 lks. W. of a 4 =ztrand barbed wire fence, bears
N. and 5.

77.74 The cor. of secs. 2 and 3 only, on the M. hdy. of the Tp.,

monumented with the 1904 granite stone, 14 x 10 x & ins., Firmly
set, projecting 6 ins. above ground, with a mound of stone, 3 Ft.
base, 1 ft. high, 5. of ihe cor.

Form 2600-10a (Movember 19873 USDI-BLM FIELD NOTE PAPER



3 BOOK 5519

Dependent. Resurvey of a Poriion of the Subdivisional Lines,
T. 19 S., R. 16 E., Gila and Salt River Meridian, Arizona

CHATMNS
At the cor. point
Sei an aiuminum post, 356 1ins. long, 3/4 in. diam., 28 ins. 1in the
ground, encircled with & collar of stone, with aluminum cap mkd.
7185 R1GE
534
53 [ 52
T198
1997
Place the granite stone in the collar of stone and rebuild the
mound of stone, 3 ft. base, 2 Tt. wigh, 3. of the cor,
From the cor, of secs. 3, 4, 33 and 34, on the S. bdy. of the
Tp., monumenied with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 4 ins. above giround, in a mound of stone,
3 f1. base, 1o top, with brass cap mkd, Ti8s R1SGE 533 534 5S4 &3
T205 R15E 1993, from which the remaining original beairring tiree
An oak, 1% ins. diam., bears 5. 19" W., 65.5 iks. dist.,
mkd. T205 R1GE 34 BT, on partially healed blaze.
atia & heating itres of unknown origin
An ocak, 14 ins. diam., bears 3. 55 1/2° E., 195 iks. wist.,
mikd. T205 RLI6E S3 BT, on pariially heaied biaze.
M. 0°027 E., bet. secs. 33 and 34.
Over roliling and rocky grassiands, with scattered oaks.

39.66 Point for the 1/4 sec. cor. of secs. 33 and 34, ai proporticnaie
cistance; there is no remaining evidence of the original cor.
Set a stainiess steel post, 28 ins. long, 2 1/2 ins. diai.,

22 ins., in the ground, encirclied with a coilar of stone, with
brass cap mkd.
Tigs R16C
1/4
533 | 534
1996
from which
An oak, 16 ins. diam., bears S. 66 3/4° W., 60 1ks. dist.,
mikd, 1/4 533 BT.

Form 9600-10a {November 1987) USDI-BLM FIELD NOTE PAPER




14 BOOK 5519

Dependent Resurvey of a Poriion of the Subdivisional Lines,
T. 18 5., R. 16 £., Gila and Balt River Meridian, Arizona

CHAINS

79.32

39.80

Deposit a magnet in a winite plastic case peneatn the stainiess
steal post.

Frrom this cor. point, an iron posi, set by T.M. Stevens, u.S.
Mineral Surveyor, in 1935, 2 dins., diam., Tirmly set, in a
scattered mound of stone, with Tead cap mkd, NW SW 00 § NO 11,

bears §. 52°307 E., 58 lks. dist.

The cor. of secs. 27, 28, 33 and 34, perpetuated by T.N. Stevens,
in 1935, monumented with an iron post, 2 ins. diam., firmly set,
projecting 21 ins. above ground, in a supportiing mound of stone,
4 f1. base, 10 ins. nhigh, with brass cap mkd. SEPF SWC 328 827 533
S34 NEK NWCL. This is accepied as a careful and Taithiul
perpetuation of the original cor. position, from which the
remaining original bearing iree

An cak, 10 ins. diam., bears M. 54 1/2° E., 23 1ks. dist.,
with rottied blaze. {Record: 20 Tks. dist.)

At ithe cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
12 ins. in the ground, to bedrock, in a mound of stone, 4 Tt.
base, to top, with hrass cap mkd.

T198 R1&E
s28 | s27

833 534
1996

and a new hearing tree

An oak, 14 ins. diam., bears N. 22 3/4° W., 74 1Kks., dist.,
mikd., T195 RigE 528 BT.

Deposit a magnet in a white plastic case beneath the stain
steel post.

it

From the cor. of secs. 26, 27, 34 and 35.
N, B89°44r ., het. secs. 27 and 34.

The 1/4 sec. cor. of secs. 27 and 34, monumented by James
Remington, R.L.S. 10848, unknown date, with a rebar, 5/8 x 18
ins., Firmly set, projecting 2 ins. above ground, in a well
ambedded mound of stone, 2 Ft. bass, to fop, with aluminum cap
mkd. TGE N1/Z S34 RLS 10848. This is accepted as the bast
available evidance of the original cor. position.

Form 9604-10a (November 1287) USDI-BLM FIELD MOTE PAPER



15 BOOK 5519

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 19 8., R. 16 E., Gila and Salt River Meridian, Arizona

CHAINS
At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins, in the ground, in a mound of stone, 3 ft. base, to top,
with brass cap mkd.
T19S RI1SE
827
/4
534
1997
Deposit a magnet in a white plastic case beneath the stainless
steel post and place the local rebar and cap inside the stainless
stael post. '
8et an aluminum fence post near tha cor.
Cor. is located 40 1ks. N. of a trail road, 20 lks. wide, bears
E. and W,
N. 89°447 4W,, beginning new measurement.
39.80 The cor. of secs. 27, 28, 33 and 34,
N, 0°07' E., bet. secs. 27 and 28.
39.83 Point for the 1/4 sec. cor. of secs. 27 and 28, at proportionate
distance; there is no remaining evidence of the original cor.
Set a stainless steel! post. 28 ins. Tong, 2 1/2 ins. diam.,
24 ins. 1in the ground, encircled with a collar of stone, with
brass cap mkd.
T19% RI1GE
1/4
528 ] S27
19085
Deposit a magnet in a white plastic case beneath the stainless
steel post.
Cor. is located 7.5 lks. W. of a barbed wire fence, 5 strand,
bears N. and $S.
59.89 An iron post, 2 ins. diam., firmly set, projecting 17 ins. above
ground, with lead cap mkd. NEG 1/16 NW LA bears West, 3 ks dist.

Form 9600-10a (November 1987} USDI-BLM FIELD NOTE PAPER



o BOOK 5519

Dependent Resurvey of a Poriion of ihe Subdivisional Lines,
T. 1% 5., R, 16 E., Gila ana Sali River Meridian, Arizona

CHAENS

79.86 The cor. of secs. 21, 22, 27 arnd 28, perpetuaied Gy Jack
Buchanan, R.L.5. 12214, unknown gate, monumented with & rebar,
5/8 x 12 ins., firmly set, projecting 2 ins. above ground, with
aluminum cap mkd. RLS 12214, This 1s accepied as a careful and
faithful perpstuation of the originail cor. position, Trom which
the remains of the original bearing trees

An oak stump, 13 tins. diam., beairs N. B8° E., 1BZ iks.
dist., no marks. {(Record: N. 87° E., 1B5 1ks. disti.)

A dead and downed ocak, 11 ins. diam., be=ars S, 31 1/4° E.,
134 1ks. dist., with rotted blaze,

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

Deposit a magnet in a white plastic case beneath the stainless
steel post and place the rebar with cap inside the stainless
steel post.

Cor. 1s located on the N. side of a cor. of fences, with fences
extending ., E., and ¥W., and on the 8. side of a trail road,
bearing £. and MW into a curve.

From the cor. of secs. 22, 23, 26 amd 27.
N, 88°39F W., bet. secs. 22 and 27,

35.70 The 1/4 sec. cor. of secs. 22 and 27, reestablished by

proportionate measurement by Jack Buchanan, R.L.S. 12214, in
1880, monumented with a2 rehar, 1/2 % 18 dins., firmly set,
projecting 2 ins. above ground, in a well embedded collar of
stone, with aluminum cap mkd, T19S RIGE RLS 12214 1980. This 1is
accepted as a careful and faithful reestablishment of the
original cor. position.

At the cor. point

Farm 9600-10a (November 1987) USDI-BLLM FIELD NOTE PAPER
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Dependant Resurvey of a Portion of tne Subdivisional Lines,
T. 18 5., R, 16 E., Gila and Salt Hiver Merddian, Arizona

CHAINS

Set an aluminum post, 36 ins. iong, 3/4 in. giam., 22 ins. in the
ground, in a mound of stone, 3 fi. base, to top, with aluninum
cap mkd.

T198 Hi6E
522
1/4 ——
827

i9a7

Cor. 15 jocated 23 lks. N. of a cor. of fences, with 5 sirand
parbed wire fences extending 3. and W.

N, 89°38" W., beginning new measuremant.

35.68 The cor. of secs. 21, 22, 27 and 28.

M. 0°087 ¥., bet. secs. 21 and 22.

19.92 Point for the &. 1/i6 sec. cor. of sscs. 21 and 22, occupied by
an open ended aluminum post, of unknown origin, 2 1/2 ins. diam.,
firmly set, projeciing & ins. above ground.

Set a brass tabiet, 3 1/4 ins. diam., 3 1/2 in. stem, in the open
ended aluminuii posi, and in concrete, witn top mkd.

Ti588 Ri&E

Ceposit & magnet ina 1 ®x 1 x 2 5/6 in. white plastic case inside
i &

the aluminum post, baeneath the brass

Cor. is located i/2 1k. K. of & <or. of Tences, with 4 sirand
barbed wire fences exiending E., 8., and W.

39.84 The i/4 sec. cor. of secs. &1 and 22, monumented by Robert
feather, P.E. 5145, 1in 19B0, with an aluminum post, 2 1/2 ins.
diam., 28 ins. Jong, firmly set, projeciting 18 ins. above ground,
encircled with a collar of stone, with aluminum cap mkd. 1/4 521
S22 PE 5145 1880. This s accepted as the best available
avidence of the original cor. position.

At the cor. point

Form 960{-10a (November 1987} USDI-BLM FIELD NOTE FAPER
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Depencent Resupvey of & Portion of the Subdivisional Linss,
T. 19 5., B, 18 E., Giia and Sait River Meridian, Acizona

CHAINS
Sef a stainiess steei post, 28 ins. long, 2 i/2 ins, diam.,
22 ins. 1in the ground, encircled with a collar of stone, with
brass cap mkd.
Ti9s RI1GE
i/4
521 [ Sz2
1996
Deposit a magnet in a whive plastic case weneath ine stainless
steel post.
Remove the aluminum post from the arsa; impracticable to buiry.
Cor. is located 7 1Ks. WBYW from a corner of fences, with feance
Tines extending N. and Y%
N. G°087 W., beginning new measurement.
.95 The S-N 1/64 sec. cor. of secs. 21 and 22, established by Jack

Buchanan, R.L.S. 12214, in 1988, monumentea with a rebar, 1/2 in.
diam., 16 ins. long, with aluminum cap wkd. RLS 12214 1988. This
is accepted as a careful and faithful establishment of the cor.
position,

AL trie cor. point

Set an aluminum post, 36 ins. ‘ong, 3/4 in. diam., 36 ins. in the
ground, with alusrinum cap mkd,

T195 RI16E
5N
1/64

s21 | s22
1997

Remove the local rebar and cap from the area; impracticable to
bury, ’

Cor. is located on the E. side of a trail road, bhears N. and S.

N. 0°08" W., heginning new measurement.

Form 9600-10a {November 1687) USDI-BLM FIELD NOTE PAPER
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ubdivisional Lines,

Dependent Resurvey of a Portii
i Meridian, Ardzona

T, 19 8., ®. 16 E., Gi

Lnd
<
)

a1

CHAINS

8.906 Point Tor the N. 1/16 sec. cor. of sacs. 21 and 22, not
monumented.

28.88 The cor. of secs. 15, 16, 21 and 22, wmonwamented by Robert Lehon,
8.L.5. 4081, circa 1945, with a drill steel, 1 1/2 4ins. diam.,
firmly sat, projecting 6 ins. ahove ground. This position
matches the cor. lecation found on a Vail Sonciitz Highway nlat,
filed in 1962, and found on Book 9, Page 73 of ithe Pima Countily
Courthouse records, and 13 accepted as the best avaiiable
avidence of the original cor. position.

AL the cor. point

Set a stainless steel post, 28 1ns. long, 2 L/2 ins. wiam.,

22 ins. in the ground, cver the drill steel, wiich is
impracticable to remove from the ground, encircled with a collar
of stone, with brass cap mkd.

T195 R16E
8is | 518

821 822
1336

Deposit two 60d nails beneath the stainless steel post.
Set an aluminum Tence post near the cor.

Cor. is Tocated 1 1/2 lks. E. of a fence, 5 strand barbed wire,
ears M. and S.

From the cor. of secs. 14, 15, 22 and 23.
5. 89°59F W., het. secs. 15 and 22.

19.94 The E. 1/16 sec. cor. of secs. 15 and 22, established by Robert
L. Feather, P.E. 5145, 1in 1980, monumented with an ajuminum post,
28 ins. long, & 1/2 ins. diam., firmiy set, projecting 9 ins.
above ground, with alumiaum cap mkd. US BEPT OF AGRICULTURE
FOREST SCRVICE E 1/16 3515 S22 PE 5145 188G. This is accepted as
a careful and Taithful establishment of the cor. position.

At the cor. point

Set an aluminum post, 36 ins. long, 3/46 in. diam., 30 ins. in the

girourd, encircied with a coliar of stone, with aluminum cap mka.
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T, 19 8., R. 16 E., Gila and Salt River Meridian, Arirzona

CHANS
T19S R1GE
g15
FE 1/156

522

1997
Remove the Tocal aluminum post from the area; impracticable to
bury.
Cor. is located 4 1/2 1ks. SE of a cor. of fences, with 4 strand
Harbed wire fences extending 8. and H.
5. BEUSET Y., Leginning new measurement.

19.%94 The 1/4 sec. cor of secs. 15 and 22, monumented by Robert
Feather, P.E. 5145, in 1980, with an aluminum post, 28 ins. long,
2 1/2 ins. diam., firmly set, projecting 10 ins. above ground,
with aluminum cap mkd. US DEPT OF AGRTICULTURE FOREST SERVICE 1/4
815 S22 PE 5145 1980. This peosition matches the cor. Tocation
found on a Vail Soncita Highway plat, filed in 1862, and found on
Book 2, Page 73 of the Pima County Courthouse records, and fis
zceapted as the hest available evidence of the original cor.
pasition.

At the cor. point
Set a stainless steel post, 28 ins. Tong, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T18S R1GE
815
1/4

S22

1997
Daposit a magnet in 2 1 ¥ 1 x 2 8/8 in. white plastic case
hensath the =ztainless steel post.
Remove the aluminum post Trom the arez; impracticahle to bury.
Set an aluminum Tence post near the cor.
S. &R°hR9F Y., heginning new measuremsnt.

39.88 The cor. of secs. 15, 16, 21 anc 22.
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Dependent Resurvey of a Portion of the Suhdivisional Lines,
T, 188, R, 16 E., Gila and Salt River Meridtan, Arizona

CHAIMG

8.50

40.41

39.68

M. 0°31" E., het. secs. 15 and 16,

Center of Greaterville Read, asphalt, 30 lkes. wide. hears
E. and W,

The 1/4 sec. cor. of sec¢s. 150 and 16, monwmented with a juniper
post, 2 x 3 ins. x 28 ins. long, Tirmly set, projecting 12 ns.
above ground, with 1llegible marks on a flatiened face.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, encirclied with & collar of stone, with
hbrass cap mkd.

T19% R1GE
1/4
816 | 815
18356
Deposit a magret in & wnite plastic case bensath the stainiess
stee? post and bury the original post atongside the stainless

steal post.

Corr. 15 Tocated 1 1i/2 1ks. E. of & cor. ¢ Tences, with barbed
wiire Tences extending N., 5., and ¥.

M, 0°C4’ E., beginning new measurament.

The cor. of secs. 2, 10, 15 and 18, perpetuated by Jack Buchanan,
R.L.S. 12214, in 1980, monumented with a rebar, 5/8 in. diam., 16
ins. jeong, Tirnly set, projecting 3 ins. above giround, encircled
with an embecdes collar of stone, with aluminum cep. mkd. RALS
12214 1980 T198 RiGBE. The original bsaring trees recovered by
Buchaiman are no Jonger in exisztence. This is acceptled as a
careful and faithful perpetuation of the original cor. position.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T198 Rle&E
3¢ | 81O

516 | 815
1996

Form 36040-i0z2 {November 1987) USDI-BLM
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22 éOOK 5519

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 19 8., B. 16 E,, 3i1a and Salt River Meridian, Arizona2

CHAINS
Deposit a magnet in a white pnlastic case heneath the stainlass
steel nost.
Cor, is located 12 1ks. §. of a cor. of fences, with harbed wire
fences axtending M., S., and E.
From the cor. of secs. 10, 11, 14 and 15.
5. B9°S57F W,, bhet. secs. 10 and 15,

19.85 Point for the E. 1/16 sec. cor. of secs. 10 and 15.

Set an aluminum post, 36 ins. Tong, 3/4 in. diam., 30 ins. in the
ground, encircled with a collar of stone, with aluminum cap mkd.
T195 R16E

510
F 1/16 —
{15
1997
Cor. is located 24 1ks. 5. of a 4 stand barbed wire fence, bears
E. and W,

32.70 Point for the 1/4 sec. cor, of secs. 10 and 15, at proportionate
distance: there is no remaining evidence of the original corner.
et a stzinless steel npost, 28 ins, Tong, 2 1/2 ins, diam.,

22 ins. in the ground, encircled with & collar of stone, with
brass cap mkd.
T1e5 R1GE
510
1/4
515
1997
Deposit a magnet in & white plastic case beneath the stainiess
steal pos
Set an aluminum fence post near the cor.
79.40 The cor. of secs. 9, 10, 15 and 15.
N. 0117 W., het. secs. 9 and 10,

Form 9600-10a (November 1987) USDH-BLM FIELD NOTE PAPER
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BOOK 5519

ivigiona
E oo

Meridian,

CHAINS

2 and
BTN
i co

.88 The 3-8 1/64 sec.

Buchanan, R.L.5. 1930,
diam,, 12 ins. Jong, Firmiy set,
above ground, with aluminum cap mkd.

as a careful and faithful establishmen

it

.

L

At the cor. point

Set an aluminum post, 36 ins. Tong, 1
magnetic base. 32 ins. in the ground,
stone, with aluminum cap mkd,

T19S R16E
S-5
1/64

59 1§10
1826

-

1GC

Bury the g1 aiuminum cap alongside

Set an alumirwum Tence post

Cor. is locatied in a cor. of iences, €

RLS 12214.

near the cor.

1&, establishe o
entad with a v

nicrets, projectii

¥ ck
bar, 1/2 irn.
g ins.
This 135 accepled
it of the cor. position,

<
i

in. diam., with a breakaway
encircled with a collar of

o f

the aluminum post,

xtending 5., ¥W., ang NE.

Foint for the 8. 1/156 sec. cor. of sec

monwnented

9.38

secs. 9 and

128G,

Trie N-5 1/64 sec. coir. of
Buchanan, R.L.3. 1zZZ2l4,
diam., 12 ins. jong,
with alumiﬂum cap mkd.

up RLE Tht
and Taithful sstahlishment of the cor.

ig.92

3t

1 ame
2214,

At the cor. point

Set an aluminum post, 36 ins. Tong, 1
magneiic bhase, 32 ins. in the ground,
stone, with aluminum cap mkd.

Ti9s RI6GE

N-5

i/64
5% | 810
1936

Remove the Tocal rebar Trom the area;

it post

N, 0117 W., beginning new measuremant.

motmented with
firmly set, projecting

aear the cor.

$. 9 and 10, not

established by Jack

a repar. 172
3 ins. apove girround,
3 18 accepted as a caraiul
position.

10,

i

in. diam., with a breakaway
encircied with a collar of

timpracticable to bury.
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Dependent Rasurvey of a Portion of tithe Subkdivisional Lines,
T. 18 €., R, 18 E., Gila and Sait River Meridian, Arizona

CHAINS
Cor. is Tocaied 4n a harbed wire Fance, 5 strand, bears F. and ¥,
M. 0°11’ W., heginning new measurement.

9.26 The 1/4 sec. cor. of secs. § and 10, perpetuated by Jack
Buchanan, R.L.S. 12214, in 1980, monumented with a rebar, 1/2 in.
diam., 16 ins. Tlong, Firmiy sei, projecting 3 ins. abhove ground,
ancircled in z2n embadded collar of stone, with aluminum cap mkd.
28 12214 1980 TI128 RIGE. This is accepled as & careful and
faithful perpstuation of the original cor. position.

&t the cor. point
Set a stainless steel nost, 28 ins, long, 2 1/2 ins. diam.,
22 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.
T195 R1SE
1/4
39 g 510
18845
Denosit a magret in 2 white plastic case beneath the stainless
steel post and nlace the rehar inside the stainless stezel post.
Set an aluminum Fence post near the cor.
M. 0°037 ., beginning new measurament.
12.21 Point For the N. 1/18 sec. cor. of secs. 2 and 10, not
monumented.
39.32 The cor., of sscs. 3, 4, 9 and 10, determined from the remains of

an original bearing iree

A dead and downed ozk, 11 ins. diam,, hears M. 86 3/4° ¥.,

190 ks, dist., with fragmsntary Roman Numeral markings on
an opened and nartially rotted bhlarze.

At the cor. moint
Set a stainless steel npost, 28 dns. Tong, 2 1/2 ins, diam.,
18 ins. in the greound, in a mound of stcne, 3 Ft. diam., to top,
with brass cap mk

Form 9600-1%9a (November 1587) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 19 8., R. 16 E., Gila and Salt River Meridian, Arizona

CHAINS

T19S R1s6E
S4 83

59 10
1996

from which a new hearing tree

An oak, 16 ins. diam., bears S. 41° W., 205 lks. dist.,
mkd. T198 R16E 89 BT.

Deposit a magnet in a white plastic case beneath the stainless
steel post.

Set an aluminum fence post near the cor.

The portion of the original bearing tree containing the scribe
marks was removed from the site and is now at the U.S.F.8. Land
Surveyor’s O0ffice of Coronade Mational Forest, in Tucson,
Arizona.

Cor. is located in the fi11 on the §. slope of Az. Highway 83,
near the toe of the slope, and s subject to erosion.

From this cor. point, a rebar, 1/2 in. diam., Tirmly set,
projecting 11 ins. above ground, encircled with a collar of
stone, bears S. 39°227 W., 71.9 lks. dist.

From this same cor. point, a highway right-of-way monument, an
angle iron, 4 ins. on the sides, firmly set, projecting 12 tns.
above ground, mkd. T.S. 494 25 60, bears §. 61°48" Y.,

52 1/2 1ks. dist.

From the cor. of secs. 2, 3, 10 and 11.
g, 88°037 W., bet. secs. 3 and 10.

40.08 The 1/4 sec. cor. of secs. 3 and 10, monumented by a well
embedded mound of stone, 3 ft. base, 1 ff. high, from which the
original bearing trees

A dead ocak, 12 ins. diam., bhears N. 37 1/2° E., 228 1ks.
dist., with rotted blaze. (Record: 231 1ks. dist.)

An oak, 22 ins. diam., bears S. 13 1/4° W., 178 1ks. cist.,
with healed blaze.

At the cor. point

Form 2600-10a {November 1987) USDI-BLM FIELD NOTE PAPER
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26
Denendent Resurvey of a Portion of the Subdivisioral Lines,
T. 19 6., R, 16 F., Gila and Salt River Merigian, Arizona
{HAINS
Set a stainless siesel post, 28 ins. long, 2 1/2 ins. diam.,
Z2 itns. in the ground, in a mweound of stone, 3 Ft. base, to Lo,
with brass cap mid.
Ti%5 Rl1GE
3
1i/4 —
s10
1887
Deposii a magnet in a2 white plastic case beneath the sizinless
stec] post
N. 809°48' W., heginning new measurement.
39.89 The cor. of secs. 3, 4, 9 and 10.
M, 0°09% E£., het, segs. 3 and 4
32.30 The 1/4 sec. cor. of secs. 3 and 4, determined Trom the remains
of an original bearing tree
A dead and downed oak, 20 ins. diam,, b2ars 8. 377 4.,
178 Tes. dist., with fragmentary Roman Mumerals on opened
and partially rotted hlaze.
At the cor. point
Set a stainless steel post, 28 ins., Yong, 2 1/2 ins. diam., 20
ins, in the ground, in a mound of stons, 3 fi. base, to top, with
brass cap mkd.
T198 R18E
ft
s4 ] g3
s ans
Fig ..fu
Deposit a magnet in a vhite plastic case heneath the stainless
stael post.
Set an aluminum fence post near ihe cor.
M. O°C2T W., bkeginning new maasurement.
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Dependent Resurvey of a Poriion of

f ine Subdivisional Lines,
T. 19 8,, R, 18 E,, Gila and 231t

e
L
River Meridian, Arizona

CHAINS

39.38 The cor. of secs. 3 and 4 only, on the N, hdy. of the Tp.,
perpetuated by William Gay, R.L.8., 21768, in 1992, monumented
with an aluminum post, Tirmly set, projecting § ins. above
ground, 10 an emsedded mound of stone, 3 Ti. base, to top, with
gluminum cap mkd, T18% RIGE $£33 54 83 Ti95 1982 LS Z17688. Tnis
is acceptied as a careful and faithful perpetuation of ihe
original cor. position.

from which a bearing tree mkd. Dy Gay in 1992

At cak, 15 ins. diam., bears N, 58 1/2° E., 62 1l/2 1Kks.

dist., mkd. BT on partially healed blaze, with an affixed
bearing tree tag.

Mot remonumented

From the cor, of secsz, 9, 10, 1% aryl 16,
S. B9°507 Y., bet, secs. 5 and 16.

Point for the F 1/16 sec. cor. of secs. 2 and 16, not monumented.

s
8]
9]
Lad

32.36 Point for th

e 1/4 sec, cor. of secs. 9 and 16, at proporiionaie
distance; he i

e 18 Ne remaining evi the original cor.

2t a stainless steel post, 28 ias. Tong, & 1/2 dns. diam., i
ins. in the ground, to hedrock, in 2 mound of stone, 4 fi. ba
to top, with brass cap mkd.

5
[
5,

Ti98 RISE
59

174

£18
19945

Deposit a magnaet in a white plaztic case heneath the stainles
steel post.

L0, not monumented.

(%11
Ls]
~
o
W
(3
[}
[ 53
[t
[+H
£
o

Point Tor the W 1/106 sec. <or,. o

17, monunented with a granite
gosaly on Lhe surTace of the
stone, with 4 grooves on a Tace,
na 4 grooves on another ce. This is accepted as the best
avatiable evidence of ine eoriginai cor. position.

ne coit. of secs,
tone, 19 x 8 % &
rourd, in a scatie

~]
L 0x]
~l
]

F; wi. D
5w

w

-

o Lo ]

el WoUnG
h f

Al tne cor. point
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28 BOOK 5519

a Portion of the Subdivisional Lines,

T. 19 8., R. 18 E., Gila and Salt River Meridian, Arizona
DHAIMS
Sat a3 stainless steel post, 28 4dns, long, 2 1/2 dns, diam., 18
ins. in the ground, in a mound of stone, § ft. hase, tn ton, with
hrazs cap mkd.
TL195 RIGE
58 ; 59
—
817 | 5i6
199¢€
Deposit a magnet in a white plastic case beneatn the aintess
steel post and bury the stone alongside .
N. O*06F E., bet. secs. 8 and
19.86 Paint for the § 1/16 sec. cor. of secs. 2 and 2, rot monumented.
29.72 The 174 sec. cor. of secs. § and %, perpeluated by Jack EU‘han:ﬁ.
2.L.8. 12214, in 19806, mGHUmanLcd with ar iron post, 1 i/4 ins.
dism., 27 ins. Tong, Tirmly set, encircled with an embedded
coliar of stons, projecting 7 %ha. above ground, with brass ca
mkd. RLS 12214 8 g 1080 Ti198 RI1AE. This 4= accepted as a careful
and faithful perpetuation of the original cor. position, from
which an original bearing tres
A dead cak, 12 4ns. diam., bears M. 82° E., 51 Yks. dist.,
with rotted blaze. (Recopd: N, B4 3/4° £., B4 Tks. dist.}
At the cor. point
Sat 3 stainless stes] post, 28 ins. Tong, 2 1/2 dns. diam., 18
ins. in the ground, in a mound of stone, 3 Ft. hase, to top, with
brass cap mid,
T198 R1KE
1/4
<R ! &9
1986
Denosit a magnet in a white plastic case benealh the slatnisess
steal post and place the local iron post inside the stainiess
steel post.
N, 00027 W, , hsginning new measurement.
13.78 Paint for the N 1/16 sec. cor. of sers. 8 and 9, not monumentad
28.587 Pgint For t4e N-N 1/84 sec. cor. of secs. 8 and 3,
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CHAINS

Set ain aluminum post, 3/4 1in. diam., 36 ins. Tong, with a
breakaway magnetic base, 34 ins. in the ground, with aluminum cap
mkd.

Ti®s RISGE
-

T

a4 post and plank Tence, bears £. and

35.56 Trie cor. of secs. 4, 5, 8 and 2, perpetuated by Jack Buchanan,
RS, 12214, in 1980, monuwnenied with & v, /8 in. diaiw.,
Cirmly set, in concrete, projecting 3 ins. aizove grownd, wWith
aluminuim cap mka. 1980 4 5 8 9 T188 RIGE RLE 12714, and witnasszed
by a drili steeil, 1 1/2 ins. diam., 36 ins. long, Tirmiy set,
projecting 7 ins. above ground. This is accepied as a carerul
and faithful perpetuation of the criginal cor. position, from
winich an original bearing tiree

n ek
)
i
T
)

Al Dak, 3
rotie

O

E., 55 Iks, dist., wilh
ot

At ithe cor. point

Set a stainless steel post, 28 dins. Tong, 2 1/2 ins. diam., 183
ins. in the ground, to edrock, in & supporting mound of stone, 4
ft. base, to top, with birass cap mkd.

T158 Rio6E
55 |54

Jeposit a magnet in a white plastic case beneatn the stainiess
steel post, place the rebar inside the stainless sieel post, anu
bury the driil steel alongside the stainiess steel post.

-

Cor. 15 located in oa post and plank fence, bears £. and W.

From the cor. of sscs. 3, 4, @ and 10.
5. 89°357 W., bkei. secs., 4 and 2.

l

P T A |
and ¥, (ot monddiented.

[y
AL
en
4
el
L&}
—d
o]
fald
~iy
&
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30 BOOK 5519

Dependent Rasurvey of a Portion of the Subdivisional Lines,
T. 19 8., B, 16 E., Gila and Salt River Meridian, Arizora

CHAINS

39,34 The 1/4 sec. cor. of secs. 4 and 2, nerpetuated by Jack Buchanan,
R.L.S. 12214, in 1980, monumented with an dron pnst, 1 1/4 4ns.
diam., 28 ins. Tong, firmly set, nroiecting & 1ns. abhave ground,
in an embadded mound of stone, 3 ff. bhasge, tao top, with aluminpum
can mkd, 1/4 4 9 RLS 12214 1980, This is accenied as a carefu)
and fFaithful nernatuatinon of the original cor. nosition,

At the cor. point

Set a2 stainless steel post, 28 ins. long, 2 1/2 ins. diam., 18
ins. in the ground, in a mound of stone, 3 Tt. hase, to top, with
brass cap mkd.

T19S RI1GE
=4
174 e
g9

1908

Derosit a magnet in 2 white plastic nase hereath the stainless
steel post and bury the local pips alongside the stainless steel
post,

Set an aluminum fence post near the oor,

S, 89°31° W., bheginning new measurement.

20.075 The W 1/18 sec. cor, of secs. 4 and 9, established by Jack
Buchanar, R.L.S. 12214, 1in 1980, monumented with an iron post,

1 1/4 dns, ciam., 18 ins. long, firmly set, nrojecting 1 in.
ahove ground, with aluminum can mkd. RES 12214, This 1s accented
as a careful and Faithful estehlishment of the cor. mosition,

At the cor. point

/4 in, diam., 30 dns. din

3,
L e b
b

Set an aluminum post, 36 ins. long,
£
H

.
ground, encirclad with 2 eollar o tone, with a2luminum cap mkd

Bury the aluminum cap alongside the aluminum post and remove the
iron post from the araaz; impracticable te huey.

far, 4e Tocated 2 Txse. MF of 5 cor. af fences, post and plank,
wity Fence lines extending 5. anc ¥l
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31 | éﬁOK 5519

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 19 §., R. 16 E., Gila and Salt River Meridian, Arizona

CHAINS

S, 89°31’ W., heginning new measurement.

20.075% The cor. of secs. 4, 5, 8 and 9.

From the cor. of secs. 8, 9, 16 and 17.
M. 89°49 ., bet. secs. 8 and 17,

38.86 The 1/4 sec. cor. of secs. B and 17, determined by an embedded
mound of stone, from which an original bearing tree

A dead and downed oak, 18 tins, diam., bears N. 19 3/4° E.,
47 1ks. dist., with rotted hlaze.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins, diam., 19
ins. in the ground, in a mound of stone, 3 ft. base, to top, with
brass cap mkd.

T19S R16E

$ 8

1/4 —

S 17
1996

Deposit a magnet in a white plasiic case beneath the stainless
steal post.

From this cor. point, a point monumenied by Jack Buchanan, R.L.S.
12214, in 1980, with 2 rebar, 1/2 in. diam., Firmly set,
projecting 5 ins. above ground, in a mound of stome, 3 fi. base,
8 ins. high, with aluminum cap mkd. RLS 12214 1880 8 17 T198
R16F, bears N. 13°237 W., 3.523 chs. dist,

5. 8%°12' W., beginning new measurement.

40.14 The cor. of secs. 7, 8, 17 and 18, determined by an embedded
mound of stone, 3 fit. base, 8 1ins. high. This is accepted as the
bast availahle evidence of the original cor. position

At the cor. point
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BOOK 5519

Dependent Resurvey of a Poriion of the Subdivisional Lines,
T, 18 2., R. 16 E., Gila and Sait River Meridian, Arizona
CHAINS
Set a stazintess stes] posi, 2B ins. long, 2 1/2 ins. diam., 19
ins. 0 e ground, in a mound of stone, 3 T, base, to top, with
brass cap mkd.
Ti95 RISE
€S 7188
Si8 | 817
1998
Denosit a magnet in z white plastic case beneath the stainless
steel nost
N, 07417 £., bet. secs. T and 8.

43,38 The 1/4 sec. cor. @f secs. 7 and G, SQYQELud ted by Jack Buchanan,
o.L.5, 12214, in 1980, ponumented with a vebar, 378 in. diam., 15
ins. Yong, Tirmiy set, pPOWuCiihg 3 ina. abovs gnound, iran
embedded mound of stone, 3 Tt. base, 1o top, with sluminum cap

mkd, RLS 12214 7 8 1980 T198 R1SE. This 1is accepted as a careful
and faithful perpetuation of the original cor. position, from
which the remains of an original bhearing tree
A derd snd deowner ogk, 18 ins. diam., hears S. 8° V.,
149 Tks. cHdst.. with ratted blaze,
At the cor, point
Sat n stainlass steal post, 28 ins. Tong, 2 1/2 ins. diam., 20
ins. in the around, in 2 mound of stone, 4 Ft, hase, to ftop. with
brass can mkd,
T19% R16E
1/4
s 7 ] 28
1556
Deposit a magnet in a white plastic case beneath the stainless
stee’] post and place the rebar inside the stainless steel post.
N, 3°00° W., beginning new measuremant,

35,31 The cor. of secs. 5, 6, 7 amd 8, perpetucted hy Jack Buchanan,

R.L.8. 12214, 1in 1980, monumentsd witn a revar, 5/8 in. diam.,
16 ins. lond, fﬁsr1y set, projecting I ins. zbove ground, in the
original embedded mound of stone, 3 Tt. ase, 4 ins. high, with
aluminum can mkd, LQ 12214 1920 6 5§ 7 8 Ti9%8 RLGE. This is
accepted as a careful and Taithful perpetuation of the original
cor, position.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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BOOK 5519

-

onai Lines,

H
&1, Airizona

Depandent Rezsurvey of a Portion of ths Subdivis
T : £.; Gila anha 5alt River Merids

CHAINS
At the cor. point
et a stainless steel post, 28 ins. Jong, 2 1/2 ins. diam., 18
ins. in the ground, 1n & mound of stone, 4 L, base, to top, with
rrass cap mkd.

T1E3 RiGE
861 8%
§
e
s71s8
1958
from which
An oak, 6 ins. diam., bears N. 87 1/2° £., 66 1ks. dist.,
mke. X BT.
Deposit a magnet in a whiie piastic case ieneath the stainiess
stee) posi and place the rebpar inside the stainiess sieel posi.
From the cor. of secs. 4, 5, & ana 9.
N, 89°387 W., bet. secs. 5 and 3.

2.94 The E~-E£ 1/64 sec. cour. of secs, 5 and 8, esvanlishew by Jaos
Zucnanai, R.o.S5. 12214, in 1980, monumernied with a rebar, 5/8 1.
diam., 16 ins. long, firmly set, projecting 1 in. above ground,
with aiuminum cap mkd. RLS i2Zi4. This is accepied as a careful
and Taithful estabiishment of the cor. position.

At ihe cor. point
Set an aluminum post, 28 ins. ldong, 3/4 in. diam., 24 ins. in ihe
ground, Wit bDrass cap mkd,
Tigs Rlac
=
E-E 1764
£ 8
1924
Deposit the rebar alongside the aluminum Boest.
Cor, 15 Tocated 2 Tks. W. of 2 posil and plank Tence, wiin Tence
Tines extending 3. and W.
N. 897538’ W., beginning new measurement.
9.54 Point Tor the E. 1/16 sec. cor. of secs. 5 and 8, not monumenied.
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BOOK 5519

Dependent Resurvey of a Portion of the Subdivisional Lines,
T, 18 5., R, 16 E., Gila and Salt River Meridian, Arizona

CHAINS

29.82 The 1/4 sec. cor. of secs. 5 and 8, determined by an embedded
mound of stone. This is accepted as the hest available evidence
of the original cor. position.

At the cor. point

Sat a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 18
ins. in the ground, in a mound of stone, 3 fi. base, to top, with
brass cap mkd.

T198 R16E

S5

1/4 —

s B
199§

from which

An oak, 6 ins. diam., hears N, 74° E., 26 1ks. dist.,
mkd. X B8T.

Deposit a magnet in a white plastic case beneath the stainless
steel post.

S. 89°51f W., bheginning new measurement.

40,87 The cor. of secs. 5, 6, 7 and 3,

Subdivision of Section &,
T. 19 S., R. 16 E., Gila and Salt River Meridian, Arizona

From the 1/4 sec. cor. of secs. 8 and 17.
N. 0°36f W., on the N. and 8. centar line of sec. 8.

39.71 point for the center 1/4 sec. cor. of sec. 8, at intersection
with the E. and W. center line of sec. 8.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam., 18
ins. in the ground, encircled with a collar of stone, with brass
cap mkd.

T19S R16E
Cl/4 S8
1996

Deposit a magnet in a white plastic case beneatir the stainless
steel post.
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~

e Meridian, &rizona

I"'
L
.
[}
~7

i
e
.

L
s

~J
o
i
-

19.76

5.91

Point Tor ihe center N 1716 sec. Cor. of ssc. 8, nol monumenited.

fle 1/4 sec. cor. of secs. 5 and 8.

From the i/4 sec. cor. of secs. 8 and 9.

N. 89°50° W., on the E. and W. center iine of sec. 8.

Point for ithe center E 1/186 sec. cor. of sec. 8, noi monumented.
The cenler 1/4 sec. cor. of sec. &,

The 1/4 sec. cur. OF s€Cs. 7 and

From the point fTor wne center L 1714 sec. cor. ¢

N. 07197 W., on the N. and 8. center line of the NE 1/4 of sec.
5.

Point for the NE 1/16 sec. cor., of sec. 8, at interseciion with
the E. and W. center Tine of the NE L/4 of sec. 8, not
monumented,

Thne point for the £ 1/16 sec. cur. of secs. 5 ana 8.

From the point for the N 1/16 s=c. cor. of

M. 857347 W., on the E. ang W. cenler Ting of Lhe
3.

The point for the NE 1/10 sec. cor. of sec. 8.

The point Tor the cenier N 1/16 sec. cor., of sec. 4,

From the N-N 1/64 sec. cor. of secs. 8 and S.

N. 89°567 W., on the £. and W. cenier Tine of the HE 1/4 of ine
WE 1/4 of sec. 8,

Point Ffor the NL-NE L/64 sec. cor. of sec. B.

an aluminum post, 374 in. diam., 30 ins. Tong, with &
the ground, encircled with &

=
ireakaway magnelic base, 31 tas. in
-
!
!
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Subdivision of Section 8,

CHAINS
TiSS RleE
54
NE-NE
i/64
1994
From this cor. poinit, & cor. of Tences, with posi and plank Tence
Tines extending N. and £., bears S. 827237 W., Bl lks. dist.
M, 07107 ¥W., on the M. and S, center Yine of the NE 1/4 of the NE
i/4 of seu. 8.
5.88 Trie £-E 1/84 sec. cor. of secs. 5 and 5.

Subdivision of Section 9,
T. 19 8., R, 16 E., Gila and Sait River Meridian, Arizona

From e L/4 sec. cor. of segs. 9 ana 16,

M. 0°157 E., o# the N, and 3. cenier 1ine of sec. 9,

[
L
il
[{s]

The center 8§ 1/16 sec. cor. of sec. 9, estabiis
BSuchanan, R.L.S. 12214, 4n 128C, mondmented with a rebar, 1/2 .
diam., 12 ius. long, Tirmly set, projecting 2 ins. above ground,
With aluminum cap mkd. RLS 12214. This is accepled as a careful
and faithiul estabiishment of the cor. position.

Ai the cor. poini

Set an aluminuw post, 3/4 in. diam., 36 ins. long, 31 ins. in tne

giround, with aluiinoum cap wkd.

Bury the aluminum cap alongside the &aiuminum
pebar from the ares; twpraclicable Lo bury.
Cor. 15 Jocatsd T a cor. of Fences, with fence Tines
extending N., 5. and E.

N. Q0°157F E., beginning new measurement.
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Subdtivision of Section 9,
. 19 S., R. 16 E., Gila and Sait River Meridian, Arizona

CHAIS

.95

B.93

¢

The center N-8 1/64 sec., cor. of sec. 9, estanlishad by Jack
SBuchianan, B.i.8. 12214, 1in 1980, monumenied witn a rebar, 172 ia.
giam., 12 ins. long, Tirmiy sei, projeciing i in. above grourd,

(= R L A

s D S I P | hat T . P N | ~ o oy e m H T
WL a sEf il Ca0 Mikl. nkd 1dolé%. SRR I OBLLELIEU &85 & Caitgiia

b
and TaithTul estaulishment of the cor. position.
At the cor. poini

Set an aluminum post, 3/4 in. diam., 36 ins. iong, 30 ins. in the
ground, with aluminum cap mkd.

Bury the ajuminum cap alongside the ajuminum posi, remove the
pebar Trom the area; wmpraciqicable Lo bury.

is Jocated 1 K. N, of a cor. of fences, with Fence lines

Cor.
tending 5., W., and 3E.

£X

PR

£., beginning new measurament.

M. G715
The center 1/4 sec. cor. of sec. 3, esiablished at intersection
with the E. and W. center line of sec. 9, by Jack Buchanan,
R.L.S. 12214, in 1980, monumented with an iron post, 1 1/4 1ins.
diam., firmiy set, projecting 3 ins. above ground, in a mound of
stone, 2 ft. base, to top, with aluminum cap mkd. RLS 122i4.
This 15 accepied as & carelful and faitnful estabiishment of tihe
cor. position. This cor. was nol remonumented at the request of
the Tandowner.

M. O1Ef E., beginidog oew meesuremant.

The center 8-N 1/6% ssc. cor. aof ssc. 9, estailished by Jdack
Buchanan, R.L.5. 12214, in 1980, wmonumented with a rebar, 1/2 in.
diam., i2 1ins. jong, firmly set, projecting Z ins. above ground,
with aluminum cap mkd., RLS 12214. This is accepted as a careful
and Taiih¥ul estabiishment of itne cor. position.

1 the cor. point

=

et an aluminusm post, 374 in. diam., 36 ins. dong, 30 ins. in the
rounit, with aluminum cap mkd.

[ (AR ]
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38 EOOK 5519

Subdivision of Section 9,
T. 19 8., R. 16 E., Gila and Salt River Meridian, Arizona

CEAINSG
T19S R16E
29
C-8-N
1/64
1996
Bury the aluminum cap alongside the aluminum post, remove the
rebar from the area; impracticahle to bury.
Cor. 4s located at a cor. of fences, with fence Tines extending
N. and E.
N. 0°157 £., beginning new measurement.
9.93 Point for the center N 1/16 sec. cor. of sec. 9, not monumented.
19.86 Paint for the center N-N 1/64 sec. cor. of sec. 9.
Set an aluminum post, 3/4 in. diam., 36 ins. long, 28 ins. in the
ground, to hedrock, encircled with a collar of stone, with
aluminum cap mkd.
Ti95 R1SE
59
C-N-N
1/64
1986
Cor., is Tocated 1 1/2 1ks. NE of a cor. of fences, 5 strand
barbed wire, with fence 1ines extending 5. and W.
29.79 The 1/4 sec. cor. of secs, 4 and 9.
From the 1/4 sec. cor. of secs, 5 and 10,
S. 89°44' W., on the E. and W. center line of sec. 9.

12.78 The center E 1/16 sec. cor. of sec. 9, established by Jack
Buchanan, R.L.S. 12214, in 1980, monumented with a rebar, 1/2 in.
diam., 12 ins. long, firmly set, projecting 2 ins. above ground,
with aluminum cap mkd. RLS 12214. This is accepted as a careful
and Faithful establishment of the cor. position.

At the cor. point
Set an aluminum post, 3/4 in. diam., 36 ins. long, 34 ins. in the
ground, with aluminum cap mkd.

Farm 9600-10a (November 1937) USDL-BLM : FIELD NGTE PAPER



BOOK 5

39
Subdivision of Saction 2,
T, 15 5., . 16 £., Gila and S«iL River Meridisrn, Arizona

CHAING

7185 RLIGE
E 1/i¢
g C
S0
195856
Remove the rebar from the area; impracticable to bury.
Cor. is Tocated 1 ik. 8. of a cor. of fences, with Tence iines
extending N., 5. and ¥.
5. 897447 W., beginning new measurement.

g.89 The center W-E 1/64 sec. cor. of sec. 9, esiabiished by Jdack
Buchanan, A.L.5. 1l22ls, in 1980, monumenied with & rebar, 172 in.
diaw., 12 ins. Jong, Tirmdly sel, grojecting 2 ins. above ground,
with aluminum cap mhd, RLS 12214, This s accepisd a3 & careful
and Taiihful establishmeni of the cor. position.

At the cor, point
Set an aluminum post, 3/4 in. diam., 36 ins. long, 34 1ins. in the
ground, with aluminum cap mkd.
T185 RisSE
59
C-W-£
i/j64
1886
Geiove the rebar From The area; impracticabie Lo bury.
- Cor. is located at a cor. of fences, witn Tence iines exiending
., E. and SW
3. Bo447 W, , beginniiyg tew measurenenit.
3.85 The center 1/4 sec. cor. of ssc. 9.
S, 89744 W., begininting new measurement.

9,99 The center E-W 1/64 sec. cor. of sec. 9, established by Jack
Buchanan, R.L.5. 12214, in 1980, monumenied with a rebar, i/2 in.
digm.. 12 ins, Jong. Tivaly sel, projecling 2 ins. above ground,
with aluminum cap mkd. BL3 122id4. Thiis is accepted as a careiul
and Faithful establishment of the cor. position.

At the cor. point
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BOOK 5519

PP BT R S I
WMoY TR IaN O
'

i 5., K. 18 E., Gita and Satt Rt

—s 1)
14
(&)

c

CHAING

19.72

30,44

Sat an aluminum post, 3/4 in. diam., 36 1ns. Tong, 34 ins. in the
ground, with aluminum cap mikd,

7195 Ri6E
59
C-E-W
1/64
1996

Femove ihe repar from the ai-ea; impracticable to bury.

Cor. is l1ocated in a fence, 5 strand barvbed wire, bears N. and 5.

5. 89°44° W., beginning new measurement.
oy

Foint for the cenier W L/16 sec. cob. of sac. 9, nol monumenied.

r

The 1/4 sac. cor. of secs. & and 3.

NE 1/4 Seciion 9

From the center € 1/16 sec. cor. of sec. 9.

W. 0°05° E., on the N. and 5. center 1ine of the NL 1/4 of sec.
2.

Point for the NE 1/1C sec. cor. of sse. 2, at intersection with
the E. and Y. center Vine of the HE 1/4 of sesc. @, nol

monumaentead.

e 7N

o e e AT 4 & e . T J—
The noint for tne £ L/15 sec. oo, of seos. 4 ana 9.

from the point for the N 1/16 sec. cor. of secs. @ and 10.

S, B2°40f W., on the E. and ¥ center line of the NE 1/4 of
sac. 2.

The point for the NE 1/16 sec. cor. of s2c. 9,

The noint for the center N 1/16 sec. cor. of sec. 9.

From the center W-F 1/64 sec, cor. of sec, 9
M, 0°10f £., on the N. snd S. center Tine of Lhe 3W 1/4 of the
NE 1/4 of sec. 3.
Form 9600-1Ua (Navember 1987) USDI-BLM FIELD NOTE PAPER



Subdivision of
. 19 8,, R. i6 E., Gila and Sali River Meridian, Arizona

Section 9,

BOOK 5519

CHAINS
9.93 The SW-NE 1/64 sec. cor. of sec, 29, tahlished at intersection
with the E. and W, center 1ine of the SW 1/4 of the NE 1/4,
Jdanst Buchanan, R.L.S., 12214, in 1980, monumentsd with a rebar.
1/2 in. diem., 12 ins. long. firmly set, prodecting 3 ins. above
around, with aluminum cap mkd, BLS 12214, This is accepted as a
careful and Faithful estahlichment of the cor. bosition.
At the cor. point
Sat an aluminum npeost, 3/4 in. diam., 36 ins. long, 32 ins. in the
ground, Yith aluminum cap mikd.
T195 R16%T
SG
SW-NE
1/64
1994
Remove the rebar from the area; impracticable to bury.
Cor. g located on the N, edge aof a cor. of fences, with 5 strand
sarbed wire extending ¥. ana 3.
5. B9"4Z7 W., on the E. and ¥W. center line of the SW 1/4 of the
NE L/4 of sso. 9.
2,875 The center 8-N 1/64 seg. cor,. of ssc. 9.
SE 1/4 Section O
From the point for the E 1/16 sec. cor, of secs. 2 and 16.
N. 0°02f E., on the N. and S. center line of the SE 1/4
of sec. 5.
$.855 The center S-8E 1/64 sec. cor. of sec. 9, established by Donaid
Loose, R.iL.8. 23375, unknown date, monumented with 8 rebar, 3/8
in. diam., 12 ins. long, Firmly set, projecting 2 ins. above
ground, with «Tixed brass washer mkd. RLS 23372, This s
accepted as a2 careful and Taithful establistment of the cor.
position.
At the cor. point
Set an aluminum post, 3/4 in. diem., 36 ins. long, 25 ins. in the
ground, encircled with a collar of stone, with aluminum cap mkd.

Form 9600-10a (November 1987y USDI-BLM
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42 BOOK 55

Subdivision of Section 9,

T. 108, R, 16 £., Gila and Salt River Meridian, Arizona

CHAINS

2.955

9.955

T198 R1a&E
59

£-5-SE

Remcve the vebar from the area; impracticzhls fo bury,

N, 0°02f E.,, beginning new measursment.

The SE 1/15 sec. cor. of sec. 9, =stablished at intersection with
the E. and W. center line of the SE 1/4 of sec. 9, by Donald
Loase, R.L.S. 23379, unknown date, monumented with a rebar, 1/2
in, diam,, 12 ins. long, firmly set, projecting 2 ins. above
ground, with affixed brass washer mkd., RLS 23379. This is
accented as a2 careful and faithful astabliskment of the cor.
position.

At the ror. point

Set an aluminum post, 3/4 in. diam., 36 ins. lona, 32 ins, in the
aground, encircled with a collar of stone, with aluminum cap mlcet,

T19S R16E
S9
SE
1/16
1996

Remove the rebar from the area: impracticable to bury.

N. Q°02' E., heginning new measurement.

The center N-SE 1/64 sec. cor. of sec. 9, established by Jack
Buchanan, R.L.S. 12214, in 1980, monumented with a rehar, 1/2 in.
diam.. 12 ins. long, firmly set. nrojecting 1 in. above ground,
with aluminum cap mke. RLS 12214. This is accepted as g careful
and faithful estahlishment of the cor. position.

At the cor. point

Sat an aluminum post, 3/4 in. diam., 36 ins. long, 32 ins. in the
ground, encircled with a collar of stone, with aluminum cap mkd.

Form 9640-10a (November 1987) USD}-BLM FIELD NOTE PAPER
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Suhdivision of
16 E., Gila and &

R. 16

3]

l.- 13‘5.\.1

BOOK 5519

Section a,
ar Meridian, Arizona

CHAINS

Remove the rebar Trom the area;
Cur. is

located
barbed wire f

N. 0°027 F., heginning new measurement.

9.855 The center E 1/16 sec. cor. of sec. 9.

From the point for the § 1/185 sec. cor.

19.85

Tine of

E-4

o7

L

cor. of sec. 9.

2

[
U

Frow the N-8 1/54 sec. cor. of secs.

a6’ and W.

of

Ww., on the E.

89°
/ sec. 9.

3.
5 4

SE L/

15.82 The center N-SE 1/64 sec. coi.

§ and

ceriter line of

10,

NE 1/4 of the

From the 5-5 1/84 sec. 5805,

] 5

center

Py

W., on the E.
seo. 2.

8
H

3748
/4 of

The center 5-8E 1/64

1 0
Al -

19.8%

g and

Tine

sw 1/4 Section 9

From the peint for the W 1/18 sec. cor.

of secs. € and 16,

Form 9600-10a (November 1987) USDI-BLM
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Suhdivisian of Sactiion 9,

s

b

r. 19 8., R, 16 F., Gile and Salt River Meridian, Arizona

CHARMNS
N. D°10 E., on the N. and 5. center 1line of the SW 1/4 of
sec. 9.

19.88 Point for the 8W 1/16 sec. cor. of sec. 9, at intersection with
the E. and w. certer tine of the 8W 1/4 of sec. 9, not
monumented.

39.78 The point for the center W 1/16 sec. cor. of sec. 9.

From tha ecenter S 1/16 sec. cor. of sac. 9,
3. 89°477 W., on the E. and ¥. center Tine of the SW 1/4 o
sec. 9.
19.85 The point for the 3W 1/16 sec. cor. of ssec. §.
39,50 The point for the § 1718 sec. cor. of secs. & and 5.
From the center N-8 1/64 sec. cor. of sec. 9.
S. B9°46° W., on the E. and W. center line of the NE 1/4 of the
Sw 1/4 of sec. 9.

9.98 The NME-SW 1/64 sec. cor. of sec., 9, established at intersection
with the E. and W. center line of the WE 1/4 of the SW 1/4 of
sec. 9, by Jack Buchanan, R.L.S. 12214, in 1980, monumented w ith
a rebar, 1/2 in. diam., 12 ins. Jong, Tirmly set, nrojecting 1
in. above ground, with aluminum cap wkd. RLS 12214. This is
accepted as a careful and Faithful establishment of the cor.
gosition.

At the cor. point
Set an aluminum post, 3/4 in. diam., 36 ins. long, 30 ins. in the
around, encircled with a coliar of stone, with zluminum cap mkd.
Ti95 R1SE
59
MNE-SH
1/64
1998
Bury the aluminum cap alongside the aluminum post, remove the
rebal from the area; impracticable io bury.
Cor. ‘s located on the 8F side of a cor. of fences, with 5 strand
barbed wire Ffeneces extending N. and I.
Form 9609-10a (November 1987) USDI-BEM FIELD NOTE PAPER
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Subdivision of Section 8,
T. 19 8., R. 16 E., Gila and Salt River Meridian, Arizona

CHAINS
N. 0°13" E., on the N, and S. center line of the NE 1/4 of the SW
1/4 of sec. 9.
9,94 The center E-W 1/64 sec. cor. of sec. 9.
NW 1/4 Section 9
from the point for the center W 1/16 sec, cor. of sec. 9.
N. 0°06’ E., on the N. and 8. center line of the NW 1/4 of
sec, 9.
9.91 Point for the center S-NW 1/64 sec. cor. of sec. 9.
Set an aluminum post, 3/4 in. diam., 36 ins. long, 23 ins. in the
ground, encircled with a collar of stone, with aluminum cap mkd.
T198 R16E
59
C-5~NW
1/64
1996
Cor. 1s Jocated 1 1k. N. of a barbed wire fence, bears E. and Y.
la.82 Point for the NW 1/16 sec. cor. of sec. 9, at intersection with
the E. and W. center line of sec. 9, not monumented.
Cor. is located 1 1k. N. of a cor. of fences, with 5 strand
barbed wire fences extending N. and E.

29.73 The center N-NW 1/64 sec. cor. of sec. 9, established by Jack
Buchanan, R.L.S. 12214, in 1980, monumented with a rebar, 1/2 in.
diam., 12 ins. long, firmly set, flush with ground, with aluminum
cap mkd. RLS 12214. This 1s accepted as a careful and Faithful
establishment of the cor. position.

At the cor. point
Set an aluminum post, 3/4 in. diam., 36 ins. long, with breakaway
maghetic base, 38 ins. in the ground, with aluminum cap mkd.
T198 R16E
50
C-N-NW
1/64
1996
Remove the rebar from the area; imoracticable to bury.
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Subdivision of Section 9,
7. 19 §,, R. 16 E., Gila and Sait River Meridian, Arizona

CHAINS
Coir. is ilocated in & horse corrail.
Erom this cor. poini, a rebar, 1/2 in. diawm., firmly set,
projecting 2 ins. above ground, with alum. cap mxd. RLES 12214,
ears N, 200287 W, 45 ks, dist Rebar iz located at & cor. of
Fernces, with Fence Tines exiending T., B., and NW.
4. 0°06F E., heginning new measurement.
9,91 The W 1/186 sec. cor. of secs. 4 and 9.
From the point for the center N. 1/16 sec., cor, of sec. 2.
S, 89°287 W., on the £. and W. center line of the NW 1/4 of
sec. 9.
20.03 The point for the MW 1/16 sec. cor. Of ssc. 2.
30.054 Moint for the camter W-MNW 1/64 sec, <o, GF $2¢. 9.
Set an aluminum post, 374 in. diam., 358 ins. long, 24 ins. in the
ground, encircled with a collar of stone, with aluminum cap mEd.
T19S H16E
59
C-i—My
1/64
1926
Cor. is located 12 ks, E. of a harbed wire fence, extends
H. and S.
40,08 The point for the N. 1/16 sec. cor. of secs. 8 and 9.
From the center N-N 1/64 zec. cov. of sec. 9.
5. 59°357 ., on the £, and W. center Tine of the NE 1/4 of the
W 1/4 of sec. ©
20.05 The center N-MW 1/04 seq. cor. of §8¢. 3.
From the center E-W 1/64 seec. cor of sec. 9.
M. 0°117 E., on the N. and §. center line of the SE 1/4 of the NY
1/4 of sec. 9.

Form 9600-10a {November [987) USDi-BLM FIELD NOTE PAPER



a7

BOOK 5519

W

cepted as a careful and FaithTul

3
a
ins. above ground, with aluminum cap mkd. RLS 12214.
ac
position.

An aluminuim post, 36 ins. Jong, 3/4 tin. diai.,
h@i 3C inis. i the ground, encircled with a collar of
stong, for a reference monunent, bears West, 5.8 7L,
gist., with cap mkd. PM TAS8S RIGE 1764 &8 5.8 FT 7O COR
1596, and an arrow pointing to the cor.

Cor it located on W. side of a cor. of fences, with barbed wire

fence 1ines extending N. and E.

The SW-NW 1/54 sec. cor. of sec. 2, estabiished at intersection
th the £. and W. center Tine of the SW 1/4 of the NW i/4 of
ec. 9, by Jack Buchanan, R.L.S. 12214, in 1980, monumented with

rehar, 1/2 in. diam., Firmly sei, in concrele, mrojecting 2

zstabiishment of the cor.

i sr Merician, Arizonsa
CHAINS
.92 The SE-NW 1/64 sec. cor. of sac. B, esitablished al intersection
with the E. ang ¥. center Tine of the SE 1/4 of the HW 1/4 cof
sec. 9, by Jack Buchanan, R.L.S. 12214, in 1980, monumented with
a rehar, 1/2 in. diam., firmly set, in concrete, projecting 2
ins. above ground, with aluminum cap mkd. RLS 12214. This is
accepted as a careful and faithful establishment of the cor.
position,
from which
An aluminum post, 36 dns. long, 3/4 in. diam.,
set 35 ins. éﬁ the ground, Tor & refevence monument, bears
S. 45°00° £., 7.0 Fi. disi., with cap mkd, RM Ti98 RI1GE
i/64 88 7.0 07 TO COR 1895, and an arrow pointing to the
cor.
Cor s located in & cor. of Tences, with barbed wire fence lines
extending M., SE and SW.
§. 89°41' W., on the E, and W. center line of the SE 1/4 of the
MW 1/4 of sec. 9.
10.00 The center S-MW 1/584 see, cor, of sec, 9.
From tre center S-NW 1/54 sec. cor. of sec. 3.
3. 89°41" W., on the E£. and ¥W. center Tine of the 8W 1/4 of the
MW 1/4 of s2c. ©
10,00

This is

Form 9600-10a (November 1987) USDI-BLM
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s Meridian, Arizona

CHAEINS

M.oa"p2 T, on the M. and S. santer line of the SW 1/4 of the
MW 1/4 of sec. 9.

9,90 The center W-MW 1/64 sec. cor. of sec, 9.

From the center W-MYW 1/84 sec. cor 9f sec. @,

, on the M. and 9. center Tine of the MY 1/4 of the

9.90 Poin* for the NW-NW 1/5 sees, rcor. of sae. 9, at intersection
11

(tth the Z. and W. center line of the MY 174 of the MW 1/4 of
ac. 9.

X

gat a rai?! road spike, & ins. long, 6 ins. below the surface of a
gravel drive,

from which

An aluminum post, 35 ins. long, 3/4 im. diam., set

35 4insz. in the ground, for a reference monument, hears

5. B9°307 ., 5.7 ft. dist., with cap mkd. RM T198 R1GE SO
5.7 FT TO COR 19258, and an n”PG“ peinting to the cor.
Raference manument 13 locsied in an iron fence post, 4
ims. diam., Firmly set, 1n concrete, flush with the
surfacs f the ground.

-
=3
b=

rer is loczted on the zoutherly sicde of a private drive, gravel,
hears irregularly SE and W., and 32 Tks. N. of a fence, post and
plank, bears SE and WNW.

©. B89°35’ ¥., on the E. and W. center line of the N¥ 1/4 of the
MW 1/4 of sec. 9.

16.03 Thhe N-M 1/64 zec. cor. of secs. 8 and

General Dsscription

a

The lands encompassed in this survey are iocated about 10 miles
northerly of the town of Sonoita, Arizona.

The land is rolling grasslands, interspersed with several
varieties of oak and mesquite tress, There are sycamore and
cottonwood trees in the lower and wetter regions.

Farm 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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T. 19 8., B. 18 E., Gila and Salt River Meridian, Arizens

CHAINS

Thare are numerous Full time residen

+

(%=
-
b

vocations includes Full time ranchers as well as hobby!

in the area. The mix of
3t 3

[

ATthough there was a considerable amount of mining aotivity in
the past, no current mineral activity was noted.
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CERTIFICATE OF SURVEY

I, Stephen K. Hansen, Cadastral Surveyor, HEREBY CERTIFY upon honor that, in
pursuance of Special Instructiocns bearing date of the 30th day of September, 1996,
and Supplemental Special Instructions bearing date of the 6th day of March, 1997, 1
have dependently resurveyed a porticn of the subdivisional lines, and subdivided
sections 2 and 9 of Township 19 South, Rangs 18 East, of the Gila and Salt River
Merician, in the State of Arizona, which are represented in the foregeing field notes
as having heen executed by me and under my direction:; and that said survey has heen
made in sirict conformity with said special instructions, the Manual of Instructions
far the Survev of the Public Lands of the United States, and in specific manner
described in the foregoing Tield notes.

C/o4 /98 SHeg e K fameesr

{Date) {Cadastral Surveyor)

CERTIFICATE OF ARPPROVAL

BUREAU OF LAND MANAGEMENT
Arizona State Office
Phoenix, Arizona

The foregoing Field notes aof the dependent resurvey of the subdivisional lines, and
the subdivision of sections 8 and 2 of Township 19 South, Range 18 East, Gila and
531t River Meridian, Arizonz, executed by Stephen K. Hansen, Cadastral Surveyor,
having been critically examined and found correct, are herehy approved.

7/08/ %€ ‘?%m«, L Larntoun

{Bata) (Chié? cadaftral Surveyor of Arizona)

I CERTIFY tha
surveys in T, 19 8.,
of the original field notes.

1a

., Gila and Satt River Meridian, Arizona, is a irue copy




